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SUB: Quotation for Repairs to waterproofing work
SNDTWU Pune Campus.

Madam/Sir,
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for Terrace slab of old Hostel Bldg. At

Sealed quotations are invited for Quotation for Repairs to waterproofing work for Terrace

slab of old Hostel Bldg. At SNDTWU Pune Campus. Interested authorized vendors are supposed to
submit their quote along with their detail profile in the format given in "Annexure A" on their
company letter head. Quotation should be submitted to the ottice of "'l'he Registrar" at Churchgate

camplrs on or hefore Contractor shorrld srrhnrit their quotes in two envelopes
enclosed in single envelope along with Technical bid envelope & financial bid envelupe. SuLrjecL should
be mentioned on each envelop.

Envelop may contains tbllowing documents iu respective envelop:

A) Technical Bid

Profile of the vendor

Work Experience Certificate from the concerned the organization where

work has been executed.

iii. GST Certificate

iv. PAN Copy

v. If GST is not applicable then declaration of the same.

vi. If GST is applicable, then No Dues Certificate authorized by a Chartered

Accountant

B) Financial Bid

vii. Mentioning including all taxes

viii. If required work is mentioned component wise then the amount is to be given

component wise in the prescribed format.

Quotation should be submltted ln closed envelop and on top write the subJect. As mentioned in the
notification.

The University reserves the right to reiect any or all quotations without assigning any reasons
thereof.

Regards,

SN DT Women's University
1, Nathibai Thackersey Road,
Mumbai 40O 020
Phoire: +91 222203 1A79
Fax: +91 222201 A226
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(Offer should filled on letter head)
Annexure A

To,

The Registrar,
SN DT Women's University,
Churchgate, Mumbai

Sub: Quotation for Repairs to waterproofing work for Terrace slab of old Hostel Bldg. At
SNDTWU Pune Campus.

Respected Madam/Sir,

With reference to subject cited above we would like to furnish our quote with best rate
possible as below:

Sr.
No.

Description of work Qty. Unit Rate Amount

I Removing brick bat coba including stacking the
spoils as directed with all leads, lits.etc.complete.

65.00 Sqm.

2 Removing the existing cement plaster of any

thickness without causing dust nulsance ard
stacking the debris upto a distance of 50 metres or
spreading in the compound and cleaning the site

etc.

91.00 sqm'

3 Providing sand faced plaster externally in cement
mortar using approved screened said, in all
positions including base coat of 1.5 mm thick in
cement mortar 1:4 using waterproofing compound
at 1 kg per cement bag curing the same for not less

than 2 dais and keeping the surface ofthe base coat

rough to receive the sand faced tre atment 6 to B

mm thick in cement mortar 1:4 finishing the
surface by taking out grains and curing for fourteen
days scaffolding etc.omplete.

91.00 sqm.

4 Providing cement based water proofing treatment
to terraces (lndian water proofing or alike) with
brick bats laid in required slope to drain the water
for any span after cle ining the base surface.

Applying a coat of cement slurry admixed with
approved water proofing compound and laying the
brick nats on bottom layer in C.M.l:5 admixed with
approved water proofing compound filling up to

285.00 Cum.

2



half depth of brick bats,curing this layer for 3 days,

applying cement slurry over this layer joints of
brick bats with C.M. L:3 admixed with approved
water proofing compound and finally top finishing
with ave age 20 mm. Thick layers of same mortar
added with jute fiber at 1 kg per bag inciding
finishing the surface smooth with cement slurry
admixed with approved water proofing compound.
Marking firtlshed surface with false squares of
300mmX300 m. Making the junctions at the
parapet rounded and tapered top for required
height, with drip mould at the junction of plaster

and parapet and curing and covering 10 years

Guarantee against leakproofness on Court fee

stamp paper of Rs.500/- inck ding ponding test
etc.complete.

5 Lowring down the debris obtained from breaking
and removing the cement plaster/burnt brick
masonry of the first floor by any means

withoutcausing dust nulsance and damage to
structure, stacking the same as and where directed
including clear ing the site complete.

69.00 sqm.

6 Removing/shifting any kind of debaris Including
loading/unloading spreading out of Cams us

etc.complete
69.00 Cum.

Total

Taxes will be paid at actual at the prevailing
time.
Net Total




